         Metal Access Controller
User Manual


Read this manual carefully before install and use



1、Product Introduction: 
·  Thank you for purchasing metal standalone access controller /Card reader,This product adopts is a touching, induction card to open the door of the entrance guard all-in-one, there are many features as follow: 

· 4 options: ID Style, IC style, non-waterproof style, waterproof style optional.
· All-metal case design(Zinc alloy).Organic glass panel (Acrylic touch screen).
· 8000 user capacity for storing and reading to provide a powerful security, 
· the high-grade built-in microprocessor with strong anti-interference ability,high safety and reliability.
· Data copy and backup to the same series of access control.
· Circumscribed humanized tamper alarm function. 
· Can be used as card reader or standalone access controller.
· external Wiggins dummy:WG26/34 input and output. 
· Can set up management cards(Deleted card and added card).. 
· Active and passive lock signal output.
· Imported double point relay output signal port.
· Support three opening door: CARD , PIN, CARD+PIN 
· extending function:external memory, tamper alarm, extended voice ect.

2、 technical parameters 

	No.
	 specification
	parameter

	1
	reading distance
	5-10cm

	2
	working temperature
	- 20 ℃ -- 70 ℃

	 3
	working humidity
	0-95%

	4
	Static electricity
	≤50mA

	5
	Open time
	0-255 s (adjustable)

	6
	working voltage
	DC 12 V

	7
	static current
	50mA



3、 function setting method 
4.1 the factory default Settings 
The initial opening password 7890, programming code 123456.
4.2 quick operation Settings
Press  *   Waiting for the credit card
(1), Brush the system main card three times into the automatic registration mode to exit and also brush three times or power off.
(2), Swipe added card, enter the add user state 
(3), Swipe deleted card, enter the delete user state 
4.3 modify the programming code and set up the master card
A、Press  *   Programming code   #   0   The new password   #                The new password   # 
Note: A beeping said succeed (password length for 1-8) 
  B、Press  *   Programming code   #    0    swing card
  Note: A beeping said setting the main card successfully.
4.4 add card type users
  Press  *   Programming code    #   1   Four user id   #   Read the card
Note: The four user id is random, user id automatically add 1 when continue read card.
4.5 add password type users 
  Press  *    Programming code   #   2   Four user id  The user password  # 
Note: four user id (For example:1 enter 0001), the user password length for 0-8;A beeping Said add user password type user operation is successful,you can add password type user continuously with continue to input the user id. 
( when opening the door,please input user id and user password end with #  )
4.6 add card + password type users
  Press  #   Programming code  #   3   Four user id  Four user code  #      swiping card
A beeping said add card + password user operation is successful, you can add card + password type user continuously with continue to input the user id. 
(opening the door process: First swipe card, Second a green light flashing, Third input user password ends with  #  )
4.7 delete a single user 
   Press  *   Programming code   #   4   Enter the user id or credit card  #
   Note: It can be operated continuously in the condition of programming.
4.8 delete all users 
   Press  *   Programming code   #   5  input Programming password or credit car #
   Note: A beeping said delete all user operation is successful.
4.9 modify the user password 
   Press  *   Programming code   #   6  Four user id   4 new password   # 
   Note: It can be operated continuously in the condition of programming.
4.10 modify the door delay time 
   Press  *   Programming code  #   7   Enter delay time  #
   Note: The delay time is 0-255 seconds, The default is 3 seconds.
4.11 System initialization 
   Press  *   Programming code  #   8   Enter programming code or swipe master card   #
   Note: A beeping said initial success, that clear all Settings.
4.12 set management card (increased card & deleted card) 
   Press  *   Programming code   #   9   swipe card
   A, the first one is to set increased card, the second is to set deleted card. 
   B, this feature is convenient to increase & delete user’s card.
   C, press  *  to active increased card adding users or deleted card removing users 
4.13 set up the general password to open the door 
   Press  *  Programming code  #  9  Enter 4 password    # 
4.14 Exit programming 
   Press  * to exit programming,automatically quit after 10s no operand instruction.
RESET Settings: 
   The programming password can be initialized by pressing and holding the RESET button. (Note: Initialization does not clear the personnel data)
wiring diagram(Note: corresponding terminal silk screen wiring)
[bookmark: _GoBack]  Please refer to the wiring diagram as the follow picture.
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2.General power supply wiring diagra

3.special power supply wiring diagram
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4.Connection description

Red | +12y | Positive power

Black | gyp | Negative power

Yellow ¥o | Normally open relay output

Gray cou | Public relay port

Purple N¢ | Normally closed relay output

Brown | BTy | switch

Black | GNp | Negative power

Green | po | Reading head signal D 0

White | p1 | Reading head signal D 1

Blue | GLED | Reading head signal-LED

Orange| Txp | Data copy

Pink | Rxp | Data copy

Access controljumpersettings.

(1)1 Active and passive output settings: when 1 and 2 are-
connectedwith COM, NO, NC as the switchingsignal output
(Note: connectthe J1-1-and 2 when there is a auto-door-, and
then connectthe COM-andNO-access to the port of the
auto-door. - (2) J2, RESETis set, after shortcircuit.J2 power,
You caninitialize the programming code.(Note: the initialization
willnotclear the personnel data).

Datacopy-operation:-

Cross connecting the main access of TXD and RXD to the same-
model access ofthe RXD and TXD, and then enter the copy
password in the main access control, access control two sets of
redandgreen indcator ight flashing at the same time, wait uni
the"drop" soundafter the completion of data-copy, (Note copy
password please consultyour dealer or distributor)




